Identification Code for Indian Paper Mills

Code.
A
B
C
D
E
F
G
H

No.
1
2
3
534
2
4
2
2

Guide Lines for filling the above code:




For example: - Above code is based on the following details:
A / B / C  
 Raw Material: Eucalyptus (55%), Bagasse (30%), Waste paper (10%), Pulp (5%).

D
 
Product: Bleached, Unbleached, Newsprint, Rayon grade.
E
 
Pulping Process: Kraft.


F
 
Capacity: 330 tpd.

G
 
Connected Load: 3.1 MW.

H
 
Year of Installation: 1980.

































E


Pulping Process


Mechanical – 1


Chemical Kraft – 2


Chemical Soda – 3


Semimechanical – 4


Chemi Mechanical- 5


Mech. Pulping with Deinking-6


Chem. Pulping with Deinking - 7


Defibration with Deinking – 8


Defibration without Deinking – 9











D


Products


Bleached – 1


Unbleached – 2


Newsprint (NP)– 3


Rayon Grade (RG)– 4


Bleached / Unbleached – 5


Bleached / NP – 13


Bleached / RG – 14


Unbleached / NP – 23


Unbleached / RG – 24


Bleached / NP / RG – 134


Unbleached / NP / RG – 234


Bleached / Unbleached / NP – 53


Bleached / Unbleached / RG – 54


Bleached / Unbleached / NP / RG – 534




















C


Tertiary Raw material


Wood – 1


Agro Residues – 2


RCF / PULP   – 3


None	- 0














A


Primary Raw material


Wood – 1


Agro Residues – 2





RCF / PULP   – 3












































H


Year of Installation


1930 to 1960 – 1


1960 to 1980 – 2


1980 to 2000 – 3


After 2000 - 4





G


Connected Load


< than 3 MW – 1


3 to 4 MW – 2


4 to 5 MW – 3


> than 5 MW- 4





F


Capacity


Below 100 tpd – 1


100 to 200 – 2


200 to 300 - 3


300 to 400 - 4 


400 to 600 - 5


Above 600 tpd - 6








B


Secondary Raw material


Wood – 1


Agro Residues – 2


RCF / PULP   – 3


None	- 0














