

     


NOTICE INVITING TENDER 

            Director Central Pulp & Paper Research Institute, Saharanpur invites Sealed Tender valid up to      31st March, 2012 from the reputed/genuine manufacturers/authorized Indian agents/suppliers for the supply/installation/commissioning of following Lab Equipment in two bid systems (Commercial & Technical bid separately sealed in one envelope).  
Details of equipment 

One number each of equipment 1. Water retention Centrifuge for determination of water retention ability of pulp sample 2. Combustible Gas Detector for Hydrocarbon & CH4 (Methane)  3. Particle Size Analyzer for measuring particle size of dry powder/ dust particle 4. Multiparameter Water Testing Kit for pH, Conductivity TDS, Dissolved oxygen & Temperature (Microprocessor based) 5. Optitopo 6. Sample Strip Cutter for Tensile and Double Fold Tests 7. Sample Punch for Circular and Square Cuttings for Grammage Determination      8. Printability Tester for Flexo and Gravure Inks  9. Bioreactor 10. Vacuum Concentrator 

The details of tender documents with terms and Conditions may be obtained from Purchase Department of Central Pulp & Paper Research Institute, Saharanpur on all working days between 10.00AM to 5.00PM up to 16 August, 2011 against the non refundable tender cost of Rs. 500/- (Rupees Five Hundred only) in the form of demand draft in favour of Central Pulp & Paper Research Institute, Saharanpur payable at Saharanpur. The tender document can also be downloaded from the Institute website www.cppri.org.in in such cases, the tender fee be deposited in the form of Bank Draft while submitting the tender.

The last date of submitting the tender alongwith EMD (2% of Equipment price in case the price of the equipment is Rs. 5 Lakh or above) is 17 August, 2011 at 3.00 PM. The tender will be opened on          18 August 2011 at 11.00A.M.

Offer received within the stipulated period will only be considered.  Institute shall not be responsible for any postal delay/loss in transit.  Fax/e-mail bids shall not be accepted.

Director, Central Pulp & Paper Research Institute, Saharanpur reserves the right to accept or reject any or all the tenders as a whole or part without assigning any reason thereof.

  




                            Section Officer (Purchase)

TENDER NOTICE

Director Central Pulp & Paper Research Institute, Saharanpur invites Sealed Tender valid up to 31st March 2012 from the reputed/genuine manufacturers/authorized Indian agents/suppliers for the supply Installation/commissioning of following Lab Equipment in two bid systems (Commercial & Technical bid separately sealed in one envelope).  
	S.No.
	Details of Equipment
	Qty.

	1.
	Water retention Centrifuge  for determination of water retention ability of pulp

 Sample.
Specification:

Centrifuge with receptacles for dewatering containers with

 Screen and sump for centrifuged water.

100 to 14000 rpm, Dewatering container Volume 100ml
	One

	2.
	Combustible Gas Detector for Hydrocarbon & CH4 (Methane) 

Specification

a) Detection principle – Non dispersive infrared method

b) Range= 0-100% volume

c) Increment = 0.5 volume%

d) Indication accuracy = within ± 5.0% of reading

e) Power Source = Alkaline battery
	One

	3.
	Particle Size Analyzer for measuring particle size of dry powder/ dust particle 

Specification

1. Particle Size = 0.02-2000µ

2. Software based analysis (Auto)

3. Power Supply = 220 volt AC ±10

4. Operating Environment - 15°C - 35°C
5. Based on lazar diffraction technology
	One

	4.
	Multiparameter Water Testing Kit for pH, Conductivity TDS, Dissolved oxygen & Temperature (Microprocessor based) 
Specification

1. PH range – 0-16

2. Conductivity – 0.00 – 19.99 µs/cm

3. TDS – 0.00 -1000ppm

4. Temperature – 10-100°C

5. Oxygen – 0-25ppm
6. Salinity – 0-70 ppt

7. Power Source: Alkaline battery
	One

	 5.
	Optitopo 

Specification:-

· To measure topography that offers the possibility to correlate print quality to the topography i.e. finds craters or hills on paper surface.
	One

	6.
	Sample Strip Cutter for Tensile and Double Fold Tests

Specification:-

· Strip cutter with fixed side lay, serve for cutting 15mm wide sample strips for tensile and double folding tests.

· Working range of grammage :- 35-800 g/m2

· Blade material should be of tempered alloy steel to ensure long life.

· One or more sheets can be cut simultaneously.
	One

	7.
	Sample Punch for Circular and Square Cuttings for Grammage Determination:

Specification:-

· For cutting samples of 100 cm2 for grammage determination

· Test piece size   :  Circular     100 cm​2 

                                          Square   100 x 100 mm (100 cm2)   

· Working range of grammage : 35-1000 g/m2 
· One or more sheets can be punched simultaneously

· Punch and die are made of tempered tool alloy to ensure long life.

Safeguard for protecting the operator from hand or finger injuries.‑
	One

	8.
	Printability Tester for Flexo and Gravure Inks

Capable of producing colour strips suitable for 

· Measuring colour and colour matching.

· Visual Appraisal

· Density measurement, including establishing colour and density tolerances and determination of coverage, wear resistance. Starch resistance, flexibility, adhesion and gloss, ink transfer, light fastness and resistance to chemicals.

· Testing printing quality.

F1 tester prints all kinds of coated and un-coated materials paper, board, plastic film, cello-phone, laminate, metal foil etc.

Specification / Technical data:-

Inking and Printing Sections:

· Electronic printing force and speed setting and control

· Printing speed 0.2-1.5 m/s

· Printing force 10-500 N

· Impression cylinder and engraved disc are automatically brought under pressure, printed and lifted

· Copper engraved/chromo plated doctor blade should automatically placed against and lifted from engraved disc.

· Impression cylinder and anilox should lifted 4mm

· Printing width on substrate :   40mm

· Printing length on substrate : 190mm

· Engraved disc is inked twice

· Flexo and gravure modes

Engraved Disc

· Flexo

· In copper engraved, chromium plated, solid and 4 engravings together

· Ceramic, laser engraved, solid and 4 engravings together

· Many different volumes

· Gravure

· In copper engraved, chromium plated

· Many different volumes

Doctor Blade

· Width                         :        52mm

· Doctor blade angle      :        60°, trailing

· Doctor blade pressure :        6-7 N

Electrical Connection

220V / 50Hz
	One

	9.
	Bioreacor

Fabrication of biomass pretreatment unit with specifications given below:

(a) Atleast 20 L working volume with perforated screen bottom made up of 316L stainless steel capable of withstanding 50% sulfuric acid at around 2000C temperature and with special arrangement for charging of the lignocellulosic raw materials without opening of main lid in a vessel.

Working pressure around 10 kg /CM2 and approximately 2000C.

Provision for spraying the chemical on the top of the charged material through strainer.

Provision of all necessary valve fitting for injecting and drainage of the liquor  


(b) Geared agitator with 15 rpm (approx) provided through bottom of the thermally insulated cooking vessel.

(c) Dewatering of vessel after prehydrolysis by watering based vaccum pump with 1HP motor provided to suction out the water content remaining in the pressure vessel after 1st stage.

(d) Heat exchanger made up of totally 316 L stainless steel grade provided with heating elements for desired heating and circulation of the liquor to cooking vessel through special mechanically sealed pump. 

(e) Stainless steel 316L grade circulations pump with associated motor and all necessary piping with thermal insulation.

(f) Temperature control to maintain the cooking temperature.

(g) Sampling points to draw the cooking liquor 

(h) Cooling arrangement of the cooking vessel before collecting the cooked material and all liquor 

(i) Injection of air to cooking vessel can be provided

(j) Mixing chamber for for liquor and cold water made up of stainless steel of 316L grade with 5 lit. working volume and necessary safety and vent valve with a ball valve connected to the inlet of circulation pump and can be heated through heat exchanger provided to mix the liquor and fresh water before direct supply to the cooking vessel.

Experience in design and fabrication of equipments related to pulping/digestion of lignocellulosic raw materials like bagasse, straw etc. is desirable
	One

	10
	Vacuum Concentrator

Complete system inclusive of Refrigerated centrifugal concentrator to concentrate heat sensitive samples such as Enzyme, RNA, ethanol and proteins, with following specifications.

· Microprocessor controlled cooling and heating from -4° C to +100° C in one degree increment.

· Programming to holds two temperature and times. Set points for the first and second temperature and run times can be selected separately.

· Must include 300-watt heater to heat chamber to +100° C.

· refrigeration system to cool chamber to -4° C.

· Sensor to reads internal chamber temperature.

· LCD for display of program number, set point and actual Temperature.

 Control panel with RUN/STOP button, PREHEAT/ COOL button, 


Set point SELECT button, increase/ decrease buttons, and 3 Quick-Start buttons.

· Centrifugal motion to be provided by a brushless motor capable 

of achieving up to 1700 rpm.

· Quick-Stop System to stop vacuum pump, within seconds after time expires or RUN / STOP button is pressed.

· Audible alarm to signal completion of set point run time.

· A strobe light should be quoted which Enables the user to shine into the chamber to easily view samples while the rotor is spinning.

· Following rotors should be quoted in main offer- 

a. Tubes of 2 ml – Holding capacity at least 50 Nos.

b. Tubes of 5 ml – Holding capacity at least 50 Nos.

c. Tubes of 10 ml – Holding capacity at least 30 Nos.

d. Tubes of 15 ml - Holding capacity at least 18 Nos.

*Note – Other rotors should be quoted in options.

· Chemical resistant Diaphragm Vacuum pump with displacement capacity of at least 70 L/min. must include all kinds of tubing required. 

· Electrical Requirement 230 volts 50 Hz/60 Hz

· Quoted model should be having international quality Standard like ISO and CE certification

· Cold trap and chemical trap
	One


             The details of tender documents with terms and conditions may be obtained from Purchase Department of Central Pulp & Paper Research Institute, Saharanpur on all working days between 10.00AM to 5.00PM up to 16th August, 2011 against the non refundable tender cost of Rs. 500/- (Rupees Five Hundred only) in the form of Demand Draft in favour of Central Pulp & Paper Research Institute, Saharanpur payable at Saharanpur. The tender document can also be downloaded from the Institute website www.cppri.org.in in such cases, the tender fee be deposited in the form of Bank Draft while submitting the tender.

Technical Bid, Price Bid and EMD with terms and conditions for each equipment should be submitted separately in separate sealed envelopes superscribed accordingly in Bold Letter. Those three envelopes be submitted within a common bigger envelope. The sealed envelopes and common bigger envelope should superscribed” Tender for supply of ____________(items No………) to be opened on_________________.

Indian agent/Authorized distributors/dealers may also submit tender on behalf of their principals abroad. The Authorization of the principal may be enclosed with the tender.    

The last date of submitting the tender alongwith EMD (2% of Equipment price in case the price of the equipment is Rs. 5 Lakh or above) is 17th August, 2011 at 3.00 PM. The tender will be opened on 18th August, 2011 at 11.00A.M.

Offer received within the stipulated period will only be considered.  Institute shall not be responsible for any postal delay/loss in transit.  Fax/e-mail bids shall not be accepted.

Director, Central Pulp & Paper Research Institute, Saharanpur reserves the right to accept or reject any or all the tenders as a whole or part without assigning any reason thereof.

  




                            Section Officer (Purchase)

TERMS AND CONDITIONS:

1. Bidders shall submit offers for each equipment separately in a sealed cover subscribing on top of it the tender, equipment name and due date of opening of bids otherwise bidder will be treated as cancelled.

2. Bidders shall quote the cost of the equipment clearly either in Indian Rupees or foreign currency (inclusive of agency commission, if any) and all type of duty (e.g.custom, excise), taxes, levies, and freight, insurance separately with estimated cost/rates applicable.

3. The offer shall be valid  up to 31st March, 2012 from the date of opening.
4. Full detailed specifications duly supported with pamphlets, detailed literatures or samples etc. be supplied with the offer.

5. Reference list of customers who have been supplied such equipment may also be enclosed. 

6. Warrantee/guarantee for each equipment shall be clearly mention.

7. The address/contact details of the office/authorized dealers who will be responsible for after sales service/maintenance be clearly mentioned.

8. Comprehensive annual maintenance service including as well as excluding spare parts be also offered.

9. The cost of commonly used spare parts and consumables be also offered.

10. The commission/charges to agents/dealers located in India will be paid only in Indian Rupees and the same should be mentioned clearly in the offer.

11. Copy of the Agency agreement with the foreign principal and the precise relationship between them and their mutual interest in the business.

12. Details of supply made by the firm/ its Indian Agent in India to various clients.

13. Submit consignee satisfaction certificate from some prominent clients in India/ Abroad.

14. Submit copies of experience of the Indian Agent in the relevant field – particularly installation and commissioning of such or related machine.
15. The supplier shall supply one copy each of the operating manual and maintenance manual along with the equipment.

16. All Rupee payment will be made against satisfactory delivery & satisfactory checking/installation of the goods/equipment in good condition. 100% advance payment by Letter of Credit after submission of Performance Bank Guarantee for 10% of order value alongwith order acknowledgement valid for a period of 60 days after completion of original warranty obligation.
17. Order will be placed to Principals for all items for which payment is to be made in foreign currency. All foreign exchange will be paid through letter of credit issued from an Indian Bank.

18. Central Pulp & Paper Research Institute, Saharanpur will provide Custom Duty exemption      certificates. 

19. The rates should be offered considering the fact that the equipment are being purchased by the Institute and will be used for research purpose.

20. Rates should be quoted both in words and figures and overwriting be avoided.

21. The bidder or his representative may be present at the time of opening of the bids, that is on 18th August 2011 at 11.00AM

22. The supplier shall have the responsibility of installation/commissioning of equipment.

23. In case any training of the operating personnel of the buyer is essential at the works of the supplier/manufacturer, the terms of the same shall be clearly mentioned by the bidder.

24. The quantity shown against each item is approximate and can vary as per demand to any extent.
25. The rates of State Tax or Central Sales Tax should also be quoted in each case. Sales tax/C.S.T. registration No. should be clearly mentioned in the quotation.
26. In the event of any dispute/difference between the Institute and a supplier arising out of non-supply of material or supply not found according to specifications or any other cause whatsoever relating to this supply order, the matter shall be finally referred to the Director, Central Pulp & Paper Research Institute, Saharanpur who may arbitrate in the matter himself or shall appoint an arbitrator to go into the matter. The decision of the Director/arbitrator shall be final and binding on both the parties.
27. Director, Central Pulp & Paper Research Institute, Saharanpur reserves the right to accept or reject any or all the tenders as a whole or part without assigning any reason thereof.
                 Section Officer (Purchase)
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